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Models with the GE Name

Water softeners with GE Performa control valves feature
advanced electronics and the recognition value available only
from GE. Check out the specifications, features, benefits and
options described below.

Specifications

Valve GE Performa 742/762 valves
Electrical 120 Volt 60 Hz standard
Valve body Glass reinforced Noryl®

Distributor 1.05" O.D.
Types Meter and time clock initiated
Connection 1” Copper Sweat Standard
Mineral Tank Corrosion resistant FRP
Brine Tank Fully assembled polyethylene
Media High capacity cation resin

Features & benefits

• Competitive pricing and top quality components.
• Integrated 12 volt transformer included.
• Up to 2.5 CF fully assembled, ready for installation.
• Models for capacities up to 90,000 grains.
• Advanced, enhanced GE Performa 742/762 control.
• Decorative mineral tank jacket options available.
• Multiple brine tank options available.
• Multiple ¾" to 1¼" bypass and connection options.
• Safety brine valve with air check included.

Meter initiated models

Time clock initiated models

Part
Number

Resin
Cu. Ft.

App. GPG
Capacity
@ 4 lb CF

App. GPG
Capacity

@ 15 lb CF

Mineral
Tank Size

Brine
Tank Size

Dry Salt
Lbs.

Estimated
Peak
GPM

Rec.
GPM

Range

App.
Height
Inch

Ship
Wt. (lbs)

WST-421505 1 16,000 30,000 9x48 14x14 200 12 1.3-8 59 115
WST-421510 1.5 24,000 45,000 10x54 14x14 200 14 1.6-10 65 155
WST-421520 2 32,000 60,000 12x52 15x17 250 16 2.3-15 63 210
WST-421525 2.5 40,000 75,000 13x54 18x40 400 18 2.8-16 65 235
WST-421530 3 48,000 90,000 14x65 18x40G 350 18 3.2-18 75 290

Part
Number

Resin
Cu. Ft.

App. GPG
Capacity
@ 4 lb CF

App. GPG
Capacity

@ 15 lb CF

Mineral
Tank Size

Brine
Tank Size

Dry Salt
Lbs.

Estimated
Peak
GPM

Rec.
GPM

Range

App.
Height
Inch

Ship
Wt. (lbs)

WST-421555 1 16,000 30,000 9x48 14x14 200 12 1.3-8 59 115
WST-421560 1.5 24,000 45,000 10x54 14x14 200 14 1.6-10 65 155
WST-421570 2 32,000 60,000 12x52 15x17 250 16 2.3-15 63 210
WST-421575 2.5 40,000 75,000 13x54 18x40 400 18 2.8-16 65 235
WST-421580 3 48,000 90,000 14x65 18x40G 350 18 3.2-18 75 290
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Backwash Filters with CK10 Valves

Mi l M di G l S i Fl D B k W h Fl S

Whole house filters for chlorine,
taste, odor and sediment reduction.
Our activated carbon filters are highly popular because they correct
a wide range of water quality problems, by removing
chlorine, tastes, odors and sediment.

Benefits
• Great tasting water from every tap in your house!
• No bad tastes!
• No foul odors!
• Crystal clear water for drinking, bathing and cooking!
• User-friendly equipment.
• Low maintenance due to automatic operation.

Whole house filters for sediment reduction
with high efficiency
Micro-Z™ filter media.
Our filtration systems for sediment use our high performance
Micro-Z filter media to provide increased loading capability
and higher service flow rates. Micro-Z's unique Zeolite
structure offers increased porosity to outperform conventional
sand filters by reducing water consumption.
The need to backwash is dramatically reduced!

Features & benefits
• Uses Micro-Z™ for increased solids loading.
• Unique structure allows for higher flow rates.
• Reduces water consumption because the need to

backwash is dramatically reduced.
• Reliable equipment, designed for long-term service.

Models (with Clack filter valves)

Models (with Clack filter valves)
v Mineral Media Gravel Service Flow Drop Back Wash Floor Space
Part Number Valve Tank Size Cubic Ft. (Lbs) (GPM) (PSI) (GPM) LxWxH
NC09-C100F Timeclock 9X48 1.0 10 4 < 15 4.2 16X10X55
NC10-C100F Timeclock 10X54 1.5 10 6 < 15 5.3 16X11X62
NC12-C100F Timeclock 12X52 2.0 20 8 < 15 7.5 17X13X60
NC14-C100F Timeclock 14X65 3.0 40 11 < 15 10 18X15X74
NC16-C100F Timeclock 16X65 4.0 50 14 < 15 11 20X17X74
NC21-C100F Timeclock 21X62 5.0 100 20 < 15 25 22X23X70

Models
Part Number Valve

Mineral
Tank Size

Media
Cubic Ft.

Gravel
(Lbs)

Service Flow
(GPM)

Drop (PSI)
Back Wash

(GPM)
Floor Space

LxWxH
NC09-CK10F Timeclock 9X48 1 10 4 < 15 4.2 16X10X55
NC10-CK10F Timeclock 10X54 1.5 10 6 < 15 5.3 16X11X62

NC12-CK10F Timeclock 12X52 2 20 8 < 15 7.5 17X13X60

NC14-CK10F Timeclock 14X65 3 40 11 < 15 10 18X15X74

NC16-CK10F Timeclock 16X65 4 50 14 < 15 11 20X17X74

NC21-CK10F Timeclock 21X62 5 100 20 < 15 25 22X23X70

Models
Part Number Valve

Mineral
Tank Size

Media
Cubic Ft.

Gravel
(Lbs)

Service Flow
(GPM)

Drop (PSI)
Back Wash

(GPM)
Floor Space

LxWxH
NM09-CK10F Timeclock 9X48 1 10 5/9 < 15/25 5.3 16X10X55
NM10-CK10F Timeclock 10X54 1.5 10 7/10 < 15/25 7.5 16X11X62

NM12-CK10F Timeclock 12X52 2 20 9/15 < 15/25 11 17X13X60

NM14-CK10F Timeclock 14X65 3 40 13/21 < 15/25 15 18X15X74

NM16-CK10F Timeclock 16X65 4 50 17/28 < 15/25 25 20X17X74

NC21-CK10F Timeclock 21X62 5 100 20 < 15 25 22X23X70
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Backwash Filters with CK10 Valves

Filox™ models

Part No. Valve
Mineral

Tank Size
Media Cubic

Ft.
Gravel
(Lbs)

Service
Flow (GPM)

Drop (PSI)
Back Wash

(GPM)
Floor Space

LxWxH

NF09-CK10F Timeclock 9X48 1 10 6 < 15 5.3 16X10X55

NF10-CK10F Timeclock 10X54 1.5 10 9 < 15 7.5 16X11X62

NF12-CK10F Timeclock 12X52 2 20 12 < 15 10 17X13X60

NF14-CK10F Timeclock 14X65 3 40 18 < 15 15 18X15X74

NF16-CK10F Timeclock 16X65 4 50 24 < 15 20 20X17X74

NF21-CK10F Timeclock 21X62 5 100 27 < 15 25 22X23X70

Greensand Plus™ models

Part No. Valve
Mineral

Tank Size
Media Cubic

Ft.
Gravel
(Lbs)

Service
Flow (GPM)

Drop (PSI)
Back Wash

(GPM)
Floor Space

LxWxH

NGP09-CK10F Timeclock 9X48 1 10 3 < 15 5.3 16X21X55

NGP10-CK10F Timeclock 10X54 1.5 10 4 < 15 7.5 16X22X62

NGP12-CK10F Timeclock 12X52 2 20 5 < 15 10 17X24X60

NGP14-CK10F Timeclock 14X65 3 40 6 < 15 12 18X33X74

NGP16-CK10F Timeclock 16X65 4 50 7 < 15 20 20X35X74

NGP21-CK10F Timeclock 21X62 5 100 12 < 15 25 22X41X70
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Backwashing Filters with CK10 Valves

Superior flow rates at a low cost

Water Filters with CK10 control valves provide surprisingly high
service flow rates at the right price. Check out the specifica-
tions, features, benefits and options described below.

Specifications

Valve CK10 valve
Electrical 120 Volt 60 Hz standard
Valve body Glass reinforced Noryl®

Distributor 1.05" O.D.
Types Time clock initiated
Connection 1" MNPT Noryl® Standard
Mineral Tank Corrosion resistant FRP
Media Micro-Z or Coconut Shell Carbon

Features & benefits

• Economical pricing and top quality components.
• Attached 24 volt transformer included.
• Up to 2.5 CF fully assembled, ready for installation.
• Models for capacities up to 6 cubic feet.
• Advanced digital control with diagnostics.
• Decorative mineral tank jacket options available.
• Multiple ¾" to 11⁄2" bypass and connection options.

Time clock initiated models

Part Number
Media
Cu. Ft.

Media
Type

Mineral
Tank size

Estimated
Peak GPM

Rec.
GPM Range

Height
(Inch)

Ship
Wt. (lbs)

WST-FGA1009T 1 GAC 9x48 12 1.3-3 61 80
WST-FGA1010T 1.5 GAC 10x54 14 1.6-4.5 67 105
WST-FGA1012T 2 GAC 12x52 16 2.3-6 65 145
WST-FGA1013T 2.5 GAC 13x54 16 2.8-7.5 67 160
WST-FGA1014T 3 GAC 14x65 18 3.2-9 77 200
WST-FGA1016T 4 GAC 16x65 18 4.2-12 77 265
WST-FGA1018T 5 GAC 18x65 18 5.3-15 80 310
WST-FGA1021T 6 GAC 21x62 18 7.2-18 76 365
WST-FMM1009T 1 Micro-Z 9x48 9 1.3-9 61 110
WST-FMM1010T 1.5 Micro-Z 10x54 10 1.6-10 67 140
WST-FMM1012T 2 Micro-Z 12x52 15 2.3-15 65 200
WST-FMM1013T 2.5 Micro-Z 13x54 16 2.8-16 67 230
WST-FMM1014T 3 Micro-Z 14x65 18 3.2-18 77 310
WST-FMM1016T 4 Micro-Z 16x65 18 4.2-18 77 425
WST-FMM1018T 5 Micro-Z 18x65 18 5.3-18 80 590
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Superior flow rates at a low cost

Water Filters with Clack WS125 control valves provide
extremely high service flow rates at the right price. Check
out the specifications, features, benefits and options
described below.

Specifications

Valve Clack WS125 valve
Electrical 120 Volt 60 Hz standard
Valve body Glass reinforced Noryl®

Distributor 1.32" O.D.
Types Time clock initiated
Connection 1.25" MNPT Noryl® Standard
Mineral Tank Corrosion resistant FRP
Media Micro-Z or Coconut Shell Carbon

Features & benefits

• Economical pricing and top quality components.
• Attached 24 volt transformer included.
• Up to 2.5 CF fully assembled, ready for installation.
• Models for capacities up to 10 cubic feet.
• Advanced digital control with diagnostics.
• Decorative mineral tank jacket options available.
• Multiple ¾" to 11⁄2" bypass and connection options.

Meter initiated models

Part Number
Media
Cu. Ft.

Media
Type

Mineral
Tank size

Estimated
Peak GPM

Rec.
GPM Range

Height
(Inch)

Ship
Wt. (lbs)

WST-FGA1209T 1 GAC 9x48 14 1.3-3 61 80
WST-FGA1210T 1.5 GAC 10x54 16 1.6-4.5 67 105
WST-FGA1212T 2 GAC 12x52 18 2.3-6 65 145
WST-FGA1213T 2.5 GAC 13x54 18 2.8-7.5 67 160
WST-FGA1214T 3 GAC 14x65 20 3.2-9 77 200
WST-FGA1216T 4 GAC 16x65 20 4.2-12 77 265
WST-FGA1218T 5 GAC 18x65 20 5.3-15 80 310
WST-FGA1221T 6 GAC 21x62 20 7.2-18 76 365
WST-FGA1224T 8 GAC 24x60 24 9.4-22 74 545
WST-FGA1224TC 10 GAC 24x72 24 9.4-22 85 625
WST-FMM1209T 1 Micro-Z 9x48 9 1.3-9 61 110
WST-FMM1210T 1.5 Micro-Z 10x54 10 1.6-10 67 140
WST-FMM1212T 2 Micro-Z 12x52 15 2.3-15 65 200
WST-FMM1213T 2.5 Micro-Z 13x54 16 2.8-16 67 230
WST-FMM1214T 3 Micro-Z 14x65 20 3.2-20 77 310
WST-FMM1216T 4 Micro-Z 16x65 20 4.2-20 77 425
WST-FMM1218T 5 Micro-Z 18x65 22 5.3-22 80 590
WST-FMM1221T 6 Micro-Z 21x62 22 7.2-22 76 685



NX Series Backwashing Filters - No Media

Our popular backwashing filter systems are now
available with out media. The NX series come
complete with control valve, bypass, riser tube,
and gravel.

• Add your “Special” media or blend that
works best for your customers.

• Save on Shipping!

• Reduce your inventory.

• Complete backwashing system
just add media!

Note: Service flow rates and pressure drops will dependent upon media selected.

Models

Part No. Valve
Mineral

Tank Size
Media Cubic

Ft.
Gravel
(Lbs)

Service
Flow (GPM)

Drop (PSI)
Back Wash

(GPM)
Floor Space

LxWxH

NX09-CK10F Timeclock 9X48 1 10 - - 5.3 16X10X55

NX10-CK10F Timeclock 10x54 1.5 10 - - 7.5 16X11X62

NX12-CK10F Timeclock 12X52 2 20 - - 10 17X13X60

NX14-CK10F Timeclock 14X65 3 40 - - 15 18X15X74

NX16-CK10F Timeclock 16X65 4 50 - - 20 20X17X74

NX21-CK10F Timeclock 21X62 5 100 - - 25 22X23X70

NX Series backwashing filters
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Our most popular models

Water filters with Fleck 5600 control valves are a great value
because they are built and priced right. Check out the
specifications, features, benefits and options described below.

Specifications

Valves Fleck 5600 “L” style valve

Electrical 120 Volt 60 Hz standard

Valve body Glass reinforced Noryl®

Distributor 1.05" O.D.

Types Time clock initiated

Connection ¾" MNPT Noryl® standard

Mineral Tank Corrosion resistant FRP

Media Micro-Z or Coconut Shell Carbon

Features & benefits

• Economical pricing.

• Top quality components.

• Fully assembled, ready for installation.

• Models for capacities up to 1.5 cubic feet.

• User friendly Fleck 5600 control valve

• Decorative mineral tank jacket options available.

• Multiple media options available.

• Shown with optional

• Multiple ¾" to 1¼" bypass and connection options.

Time clock initiated models

Part Number
Media
Cu. Ft.

Media
Type

Mineral
Tank size

Estimated
Peak GPM

Rec.
GPM Range

Height
(Inch)

Ship
Wt. (lbs)

WST-FGA5608T 0.75 GAC 8x44 8 1-2 57 60

WST-FGA5609T 1 GAC 9x48 10 1.3-3 61 80

WST-FGA5610T 1.5 GAC 10x54 10 1.6-4.5 67 105

WST-FMM5608T 0.75 Micro-Z 8x44 7 1-7 57 85

WST-FMM5609T 1 Micro-Z 9x48 9 1.3-9 61 110
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Backwashing Filters with Fleck 7000 Valves

Superior flow rates at a low cost

Water filters with Fleck 7000 control valves provide surprisingly
high service flow rates at the right price. Check out the specifi-
cations, features, benefits and options described below.

Specifications

Valve Fleck 7000SE valve
Electrical 120 Volt 60 Hz standard
Valve body Fiber Reinforced Polymer
Distributor 32mm (1.25") O.D.
Types Time clock initiated
Connection 1" MNPT Noryl® Standard
Mineral Tank Corrosion resistant FRP
Media Micro-Z or Coconut Shell Carbon

Time clock initiated models

Part Number
Media
Cu. Ft.

Media
Type

Mineral
Tank size

Estimated
Peak GPM

Rec.
GPM Range

Height
(Inch)

Ship
Wt. (lbs)

WST-FGA7009T 1 GAC 9x48 14 1.3-3 61 80
WST-FGA7010T 1.5 GAC 10x54 16 1.6-4.5 67 105
WST-FGA7012T 2 GAC 12x52 18 2.3-6 65 145
WST-FGA7013T 2.5 GAC 13x54 18 2.8-7.5 67 160
WST-FGA7014T 3 GAC 14x65 20 3.2-9 77 200
WST-FGA7016T 4 GAC 16x65 20 4.2-12 77 265
WST-FGA7018T 5 GAC 18x65 20 5.3-15 80 310
WST-FGA7021T 6 GAC 21x62 20 7.2-18 76 365
WST-FGA7024T 8 GAC 24x60 22 9.4-22 74 545
WST-FGA7024TC 10 GAC 24x72 22 9.4-22 85 625
WST-FMM7009T 1 Micro-Z 9x48 9 1.3-9 61 110
WST-FMM7010T 1.5 Micro-Z 10x54 10 1.6-10 67 140
WST-FMM7012T 2 Micro-Z 12x52 15 2.3-15 65 200
WST-FMM7013T 2.5 Micro-Z 13x54 16 2.8-16 67 230
WST-FMM7014T 3 Micro-Z 14x65 20 3.2-20 77 310
WST-FMM7016T 4 Micro-Z 16x65 20 4.2-20 77 425
WST-FMM7018T 5 Micro-Z 18x65 20 5.3-20 80 590
WST-FMM7021T 6 Micro-Z 21x62 20 7.2-20 76 685

Features & benefits

• Economical pricing and top quality components.

• Attached 24 volt transformer included.

• Up to 2.5 CF fully assembled, ready for installation.

• Models for capacities up to 10 cubic feet.

• SE “Simple Electronics” Fleck 7000 control valve.

• Decorative mineral tank jacket options available.

• Multiple ¾" to 1 1/2" bypass and connection options.



30

R
es

id
en

ti
al

W
at

er
S

o
ft

en
er

s
A

n
d

F
ilt

er
s Backwashing Filters with GE Performa 440i

Models with the GE Name

Water filter with GE Performa control valves feature
advanced electronics and the recognition value available
only from GE. Check out the specifications, features, ben-
efits and options described below.

Specifications

Valve GE Performa 440i valve
Electrical 120 Volt 60 Hz standard
Valve body Glass reinforced Noryl®

Distributor 1.05" O.D.
Types Time clock initiated
Connection 1" Copper Sweat Standard
Mineral Tank Corrosion resistant FRP
Media Micro-Z or Coconut Shell Carbon

Features & benefits

• Competitive pricing and top quality components.
• Integrated 12 volt transformer included.
• Up to 2.5 CF fully assembled, ready for installation.
• Models for capacities up to 4 cubic feet.
• Advanced GE Performa 440i control valve.
• Decorative mineral tank jacket options available.
• Multiple ¾" to 1¼" bypass and connection options

Time clock initiated 440i models

Part Number
Media
Cu. Ft.

Media
Type

Mineral
Tank size

Estimated
Peak GPM

Rec.
GPM Range

Height
(Inch)

Ship
Wt. (lbs)

WST-FGAPR09T 1 GAC 9x48 12 1.3-3 59 80
WST-FGAPR10T 1.5 GAC 10x54 14 1.6-4.5 65 105
WST-FGAPR12T 2 GAC 12x52 16 2.3-6 63 145
WST-FGAPR13T 2.5 GAC 13x54 16 2.8-7.5 65 160
WST-FGAPR14T 3 GAC 14x65 18 3.2-9 75 200
WST-FGAPR16T 4 GAC 16x65 18 4.2-12 75 265
WST-FMMPR09T 1 Micro-Z 9x48 9 1.3-9 59 110
WST-FMMPR10T 1.5 Micro-Z 10x54 10 1.6-10 65 140
WST-FMMPR12T 2 Micro-Z 12x52 15 2.3-15 63 200
WST-FMMPR13T 2.5 Micro-Z 13x54 16 2.8-16 65 230
WST-FMMPR14T 3 Micro-Z 14x65 18 3.2-18 75 310

Shown with optional
stainless steel jacket
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Backwashing Filters with GE Performa 740

Models with the GE Name

Water filters with GE Performa control valves feature
advanced electronics and the recognition value available only
from GE. Check out the specifications, features, benefits and
options described below.

Specifications

Valve GE Performa 740 valve
Electrical 120 Volt 60 Hz standard
Valve body Glass reinforced Noryl®

Distributor 1.05" O.D.
Types Time clock initiated
Connection 1" Copper Sweat Standard
Mineral Tank Corrosion resistant FRP
Media Micro-Z or Coconut Shell Carbon

Features & benefits

• Competitive pricing and top quality components.
• Integrated 12 volt transformer included.
• Up to 2.5 CF fully assembled, ready for installation.
• Models for capacities up 4 cubic feet.
• Advanced GE Performa 740 control valve.
• Decorative mineral tank jacket options available.
• Multiple ¾" to 1¼" bypass and connection options.

Time clock initiated 740 models

Part Number
Media
Cu. Ft.

Media
Type

Mineral
Tank size

Estimated
Peak GPM

Rec.
GPM Range

Height
(Inch)

Ship
Wt. (lbs)

WST-470310 1 GAC 9x48 12 1.3-3 59 80
WST-470320 1.5 GAC 10x54 14 1.6-4.5 65 105
WST-470340 2 GAC 12x52 16 2.3-6 63 145
WST-470350 2.5 GAC 13x54 16 2.8-7.5 65 160
WST-470360 3 GAC 14x65 18 3.2-9 75 200
WST-470370 4 GAC 16x65 18 4.2-12 75 265
WST-471310 1 Micro-Z 9x48 9 1.3-9 59 110
WST-471320 1.5 Micro-Z 10x54 10 1.6-10 65 140
WST-471340 2 Micro-Z 12x52 15 2.3-15 63 200
WST-471350 2.5 Micro-Z 13x54 16 2.8-16 65 230
WST-471360 3 Micro-Z 14x65 18 3.2-18 75 310
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The problem
Calcium creates scale in
pipes, on appliances and
other plumbing surfaces.
This leads to higher heating
and energy costs and
expensive repairs to
appliances, such as ice
machines, coffee makers,
dishwashers and cooling
towers in commercial
buildings.

Scale can also be a source
for bacteria to grow, which
can be a health concern in
drinking water applications.
Calcium, on the other hand,
is important to human
health, and supplements
are recommended if
Calcium is reduced or
totally void in one's diet.

The solution

WATTS® scale prevention
systems transform Calcium
ions into Calcium crystals,
which are stable and
cannot attach to pipes,
surfaces, hardware or heat
exchanger components.
The crystals are so small
they are easily rinsed away
by the water flow.

Benefits
• No scale!
• No costly repairs.
• Saves water!
• No salt!
• No brine tank!
• No control valve!
• Easy installation!

Commercial models

Note: By-pass valves are optional. KC11V3006 is optional by-pass valve for 1" systems. Maximum hardness is 25 grains per gallon at
specified flow rates.

Note: Commercial systems designed for long runs and high usage. By-pass valves are optional. Maximum hardness is 25 grains per
gallon at specified flow rates.

Residential models

Part Number
Tank Size
(Vortech®)

(In.)

Pipe Size
(In.)

Media
Liters

Gravel
Lbs.

Service Flow
GPM

Floor Space
L x W x H

(In.)

Ship
Wt. (lbs)

M8408-RES 8x35 1" 3.5 NA 10 11x11x42 30
M8409-RES 9x35 1" 4 NA 12 12x12x42 32
M8410-RES 10x54 1" 4.5 NA 15 13x13x61 37
M8412-RES 12x52 1" 6.5 NA 20 15x15x59 45
M8413-RES 13x54 1" 7.5 NA 25 15x15x61 51

Part Number
Tank Size
(Vortech®)

(In.)

Pipe Size
(In.)

Media
Liters

Gravel
Lbs.

Service Flow
GPM

Floor Space
L x W x H

(In.)

Ship
Wt. (lbs)

M8409-COM 9x35 1" 5.5 NA 12 12x12x42 32
M8410-COM 10x54 1" 6.25 NA 15 13x13x61 37
M8412-COM 12x52 1" 9.25 NA 20 15x15x59 45
M8413-COM 13x54 1" 11 NA 25 15x15x61 51
M8414-COM 14x65 1" 12.5 NA 30 15x15x72 77
M8416-COM 16x65 1.5" 16.5 50 50 17x17x72 138
M8421-COM 21x62 1.5" 28 100 70 22x22x69 250

Note: For satisfactory results
recommended flow rates and
model sizing must be followed.

Watts® Scale Prevention Systems




